Leaflet Instruction For Usar T&J

115/230% shaver socket{transformer and overcurrent

protect within it)is designed for matching the shavers o ||

used on the trip .which belongs to electric eye socket & D
as well. Also, with two files of output voltage, it can be b
used for 110V AC and 220V AC shavers. Besides, it 5 5| k==

has the fumction of overcurrant protect etc. =

1. Technical indicator:
1. Working voltage: 220V AC  10%.50Hz :

2.0utput voltage: 230V AC  10%.50Hz : .
115V AL 10% 50Hz ¢ &
AL Max controlled power: 2004 .
4. Cricumatance temperature during usage - e
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by professional elctrician:

2. This wery sockl is connected with city power,do
not tear down with power on otherwise there will

e danger of eleiric shock.

Main part

Mounting screw

J Main part

Mounting screw

Frame

Face F
&

Frame
Transformer




Wiring diagram Earlh Meautral

Wiring diagram

Meulral
Earth - Ti ™ = =: i e

Earlh '% :
Live E el #

[ e ' | Heulfal Shaver socket Transformer
Wirimg schematic diagram Wiring schematic diagram
L L
M N
U O ==
oo

m
Lt
=
I =y
mh =y
=
m
m | z,«___
l‘-\:—-
=




	Page 1
	Page 2

